
 Hi-Lo Combi Valve(BALEM 531-S) is a level control 
valve with internal piping and piston type actuator 
operated by differential pressure. This unique design 
ensures perfect shutoff at high pressure. There are 
two different types to use at water tank (with longer 
arm) and cooling tower (with shorter arm). The valve 
is made of stainless steel, which can be used for 
drinking water and de-mineralized water.

Level control valve by differential pressure with a 
float in one unit.
All stainless steel structure suitable for drinking 
water.
Mechanical operation independent from any 
external power source.
Easy to install – additional pilot piping unnecessary.
Piston type actuator by differential pressure 
ensures perfect shutoff at high pressure.
Available two(2) different types for cooling tower 
and water tank/reservoir.



Refer to the standard piping 
diagram when installing the 
valve.
Install the valve near to the 
manhole for easy mainte-
nance.
Prior to installing the valve, 
flush the pipe line to clean 
inside.
It is recommended to install 
an alarm system in the 
monitoring room to detect an 
unexpected overflow caused 
by any other reason except 
our valve. 
To prevent waves in the tank 
while filling the water, a flow 
induction pipe with syphon 
braking hole should be 
installed.
When installing, be careful to 
avoid bending or twisting the 
arm.
Connection flange is an 
optional item.
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Installation Tips!

Substitution for under ground / roof top, low water 
level ball float control valves.
Substitution for high and low levels control 
mechanical valves and electrodes.
Various types of oil tank float control valves.


