INSTALLATION, OPERATION AND MAINTENANCE MANUAL.

WAFER BUTTERFLY VALVES

HEALTH AND SAFETY

Health and safety are of primary importance in the Specification, Installation, Operation and
Maintenance of EPNS Valves. It is essential that the valve specified is suitable for the media,
pressure and flow conditions to be encountered.

All work in the installation, operation and maintenance of the valves needs to be performed
by trained personnel and it is the user’s responsibility that safe working practices are

followed at all times.

Valves always need to be worked on in the fully depressurised condition, unless otherwise
specified and if not fully depressurised, limited actions and special precautions need to be

observed.

The user needs to be aware of the weight of the valve and associated equipment, as well as
the pressures and conditions encountered, including toxicity, media and environmental
Conditions.




INSTALLATION
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In The factory all our valves are lubricated with Silicone oil. Make sure the valve is
cleaned of any dust or debris that has stuck to it. For food applications a hygienic

degreaser should be used in accordance with the required application.

The valve can be installed in any position and does not need to be upright.

Before installing the pipe, it should be cleaned of all welding residual or other
obstacles that can jamb or damage the liner

Make sure there is sufficient gap between the flanges to place the valve between
them. Forcing the valve into an undersized gap will distort the liner and may cause

damage and increase the torque required to operate the valve.

Insert at least two bolts and centre the valve.

Open and close the valve to ensure it does not snag the internal wall of the flange or
pipe.

Place the valve in the open position before tightening up the flanges to achieve an
even load on the liner.

Do not use gaskets as the liner forms its own gasket.

Tighten the bolts in a pattern diagonally across to make sure the flanges are parallel
when tight.

10) When working with steel pipe, you can bolt the valve in position to centre the flanges

and tack-weld the pipe. Do not weld the pipe with the valve in place, as the high
temperature of the weld will damage the liner of the valve.

11) Install the valve only after the welded flanges are completely cooled and a protection

coating has been applied to the pipe and dried.
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MAINTENANCE
1) Butterfly Valves do not require any maintenance or lubrication

2) Problems with valves closing are caused by damage to the liner or disc. If it is then
necessary to replace the any damaged parts, all components are available as spares.

These valves are tested by SABS to JASWIC requirements for durability and leak

tightness ensuring a high quality reliable product.

RECOMMENNED PRECAUTIONS BEFORE REMOVING A VALVE FROM A LINE
1) Before removing a valve make sure there is no pressure in the line

2) Close of both upstream and downstream fluid supply

3) Always wear protective clothing and eyewear and footwear.

4) Ensure there is somewhere for spilt media to be caught and safely disposed of

5) Always have a fire extinguisher on hand for flammable liquids.

6) Put the valve in the semi closer position.

7) Remove all the bolts leaving the bottom two till last.

8) Make sure the valve is properly supported

9) Part the flanges by clamping tools on the outside of the pipe. Do not force sharp objects

or levers in between the flange and valve as this may damage the liner.
Remove the valve.
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