
 
Butterfly Valves (Wafer Type) 

o 1600Kpa (16 Bar) 
o Wafer disc available in Nickel-plated Cast Iron, Bronze and 
o CF8M (316) Stainless Steel. 
o Epoxy powder coated body 
o Blow out proof Stainless steel stem. 
o Integral EPDM cartridge type replaceable liner 
o Hand lever or gearbox operated versions available 
o SABS tested and JASWIC compliant 
o BS5155 compliant 
o Semi or Fully Lugged. 
o Drilling BS4504 

 

Material of Main Parts  
 

Body Disc Shaft Bushing Seat 
Name Code Name Code Name Name Name Code Working Temp. 

?  

NR X1 -20~+85 Cast Iron Z Plated 

Ductile Iron 

Q 

Hypalon X2 -18~+135 

EPDM X3 -25~+135 Ductile Iron Q Aluminium 

Bronze 

T 

Neoprene X4 -7~+93 

NBR X5 -40~+82 Aluminium T Stainless 

Steel 

S 

Wear-resistant 

Rubber 

X6 -10~+50 

Stainless Steel 

CF8M 

P Carbon 

Steel 

C VITON X7 -23~+294 

Stainless Steel R Nylon 

Coated 

N Heat-resistant 

Rubber 

X9 -2~+150 

Carbon Steel C PTFE 

Coated 
F 

Stainless Steel 

 

13% Chrome 

Lubrized 

Bronze 

Or 

Fibre 

Vesconit 

 

PTFE F4 +10~+150 

Overall Dimensions & Weight of Hand levers 
Size mm (inch) A B R Weight Kg 

50(2”)~100 (4”) 266.7 32 52 0.8 

125(5”)~150 (6”) 313 32 52 1.0 

200(8”)~250 (10”) 359 45 75.2 2.0 

 

300 (12”) 490 45 75.2 3.0 

Overall Dimensions & Weight of Worm Gearboxes. 
Weight Model Size mm 

(inch) 

A B C E F G Ø 
Kg 

3DB-15 50 (2”)~150 

(6”) 

52 45 74 52 152.5 75 150 4.8 

3DB-50 200 (8”)~250 

(10”) 

75 62.75 101 75 250 86 300 11.7 

 
 
 
 
 
 
 
 
 
 
 
 

DB-120 300 (12”)~350 

(14”)  

81 80 118 81 227 83 300 14 



Overall & Connection Dimensions & Weight of Type “A” Butterfly Valve 
 
 
 
 
 
 
 
 
 
 
 

Size 

mm Inc

h 

A B C D L H D1 N-ø K E n1-ø1 ø2 G Torq

Nm 

Weight (Kg) 

50 2” 161 80 42 52.9 32 84.84 120 4-23 77 50 4-6.7 12.6 118 17 2.5 

65 2.5” 175 89 44.7 64.5 32 96.2 136.2 4-

26.5 

77 50 4-6.7 12.6 137 30 3.2 

80 3” 181 95 45.2 78.8 32 61.23 160 8-18 77 50 4-6.7 12.6 143 39 3.6 

100 4” 200 114 52.1 104 32 70.80 185 4-

24.5 

92 70 4-10.3 15.77 156 62 4.9 

125 5” 213 127 54.4 123.3 32 82.28 215 4-23 92 70 4-10.3 18.92 190 95 7 

150 6” 226 139 55.8 155.6 32 91.08 238 4-25 92 70 4-10.3 18.92 212 138 7.8 
112.8

9 
4-25 200 8” 260 175 60.6 202.5 45 

76.35 

295 

4-23 

115 102 4-14.3 22.10 268 226 13.2 

250 10” 292 203 65.6 250.5 45 92.40 357 4-29 115 102 4-14.3 28.45 325 360 19.2 

300 12” 337 242 76.9 301.6 45 105.3 407 4-29 140 102 4-14.3 31.60 403 514 32.5 

350 14” 368 267 76.5 333.3 45 91.11 467 4-30 140 102 4-14.3 31.60 436 658 41.3 
51.
2 

100.4
7 

515 4-26 400 16” 400 309 86.5 389.6 

72 102.4 525 4-30 

197 140 4-20.6 33.15 488 1017 61 

51.
2 

88.39 565 4-26 450 18” 422 328 105.6 440.5

1 72 91.51 585 4-30 

197 140 4-20.6 38 539 1485 79 

64.
2 

96.99 620 4-26 500 20” 480 361 131.8 491.6 

82 101.6
8 

650 4-33 

197 140 4-20.6 41.15 593 1833 128 

70.
2 

113.4
2 

725 20-
30 

600 24” 562 459 152 592.5 

82 120.4
6 

770 20-
36 

276 215.9 4-20.6 50.65 816 3320 188 

66 24-
30 

55 700 28” 624 520 163 695 

82 

109.6

5 

840 

20-
36 

300 254 8-18 

63.35 

895 5142 484 

66 24-
33 

55 800 32” 672 591 188 794.7 

82 

124 950 

24-
39 

300 254 8-18 

63.35 

1015 7404 368 

900 36” 720 656 203 864.7 118 117.5

7 

1050 24-

33 

300 254 8-18 75 1115  713 

1000 40” 800 721 216 965 142 129.8

9 

1160 24-

36 

300 254 8-18 85 1230  864 

Note: 
The dimensions D1 and n-ø of DN500 (20”) listed in above table show the installation dimensions of butterfly valve. Of which the dimensions D1 

and n-ø of DN50 (2”)~350(14”) contain the standard of GB9112-88, DIN2501 (Germany), BS4504 (UK), ISO2084, ISO2531, BS10-E (UK), 

ANSI125 (USA) for flange connection and DN400 (16”)~500(20”) contain the standard of GB9112-88, DIN2501, ISO2084 and BS4504, 

ISO5211. 

  



Butterfly Valves (Pin Less, Stub Shaft) 
 
 

o 1600Kpa (16 Bar) 
o Wafer disc available in Nickel-plated Cast Iron, 

Bronze and CF8M (316) Stainless Steel. 
o Epoxy powder coated body 
o Integral EPDM rubber liner 
o Hand lever or gearbox operated versions 

available 
o SABS tested and JASWIC compliant 
o BS5155 compliant 
o Drilling BS4504 

 

Full Stainless Steel Butterfly Valve 
 

o 316 SS Body and Disc 
o 1600Kpa (16 Bar) 
o Integral EPDM cartridge type replaceable liner. 
o Hand lever or gearbox operated versions 

available 
o SABS tested and JASWIC compliant 
o BS5155 compliant 
o Drilling BS4504 

 

 
 
 
 

Liners 
 
 
 
 
 
 
 
 

 
 

o PTFE F4 (Teflon) Liners Working Temp +10 To +150 deg C 
o Viton (X7) Working Temp – 23 To + 294 deg C 
o Silicone Rubber Working Temp – 65 To + 220 deg C 

 
 

All Butterfly Valves Come Standard With Lever Handle Up to 250mm 
& With Gearbox’s from 300mm Up To 1200mm 
All Butterfly Valves Available Semi or Fully Lugged 

 
 

 



Gearboxes for Butterfly Valves 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

Overall Dimensions & Weight of Worm Gearboxes. 

Weight Model Size mm (inch) A B C E F G ø 

Kg 

3DB-15 50 (2”)~150 (6”) 52 45 74 52 152.5 75 150 4.8 

3DB-50 200 (8”)~250 (10”) 75 62.75 101 75 250 86 300 11.7 

DB-120 300 (12”)~350 (14”) 81 80 118 81 227 83 300 14 


